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BIG BASS FROM A SMALLER DESIGN
The Energy Power 10 Sub combines a potent 10” driver in a surprisingly small 
cabinet that fi ts into almost any room.  It’s a perfect companion to today’s 
small speaker/satellite systems, providing astonishing bass output for its 
size.

SOLID CABINET CONSTRUCTION WITH AN ADVANCED SLOTPORT DESIGN
The rear mounted slotport not only delivers better low end response more 
effi ciently (using less power), it provides extra rigidity for the MDF cabinet, 
reducing unwanted resonance for clean bass output.

CLEAN BASS OUTPUT AT ALL VOLUME LEVELS
Unlike many subwoofers in the same price range, the Energy Power 10 Sub 
uses advanced electronic circuitry that prevents the driver from unpleasant 
over excursion with high output bass transient material, common in today’s 
5.1 movie soundtracks.

PERFECT FOR SURROUND OR TWO-CHANNEL MUSIC SYSTEMS
The Energy Power 10 Sub has both line in and speaker level terminals, for 
connection to most surround and two-channel music systems.

SP E C I F I C AT I O N S E N E R GY  P O W E R ™  10  SU B

System Type Bass re� ex via rear-mounted slot port

Frequency Response 40Hz-120Hz+/-3dB

Ampli� er Power Output
FTC Rated Power: 100 watts dynamic, 50 watts 
continuous

Woofer 10" (25.4cm) front-� ring woofer

Variable Low Pass Filter Variable 50Hz-150Hz

Variable Phase Control Switchable 0 or 180 degrees

Power Mode Switch Auto/On/O� 

Voltage 100 – 240 V, 50/60 Hz universal power supply with 
½ watt power standby

Inputs Two line level/LFE RCA inputs and two high level 
speaker inputs

Overall Dimensions 12” (30.48 cm) H x 11.5” (29.21 cm) W x 14” (35.56 
cm) D

Weight 15 Ibs. (6.8 kg)

Shipping Weight 18.7 Ibs. (8.5 kg)

Finish Black matte vinyl


